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TANOMA PASSIVE MINE DRAINAGE TREATMENT SYSTEM 

2001 – 2002 Summary of Monitoring 

 

FIGURE 6 – Summary of flow and water quality monitoring to date. 
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PRE-DESIGN 1174 - 5397 7.9 - 22.4 n/a 1.50 - 7.81 n/a n/a n/a 

Jan-01 210 14.3 1.47 n/a 89.7 32.4 1,004.0 

Feb-01 191 13.7 1.74 n/a 87.3 27.5 768.8 

Mar-01 200 12.3 1.21 n/a 90.2 26.7 826.5 

Apr-01 200 12.9 0.67 n/a 94.8 29.4 882.0 

May-01 200 10.5 1.36 n/a 87.0 22.0 681.1 

Jun-01 1792 12.5 1.47 n/a 88.2 237.6 7,127.5 

Jul-01 1190 9.0 2.68 0.581 70.3 90.7 2,811.3 

Aug-01 522 12.0 1.27 0.832 89.4 67.3 2,087.1 

Sep-01 302 12.5 0.91 0.223 92.7 42.1 1,262.2 

Oct-01 149 13.6 0.43 0.158 96.8 23.6 731.2 

Nov-01 107 11.9 0.40 0.199 96.6 14.8 443.7 

Dec-01 77 14.4 0.48 0.180 96.7 12.9 399.4 

Jan-02 709 12.9 0.42 0.300 96.7 106.3 3,294.7 
        

Averages 450 12.5 1.12 0.19 90.5 56.4 1,716.9 

Total pounds of iron (Fe) removed since treatment was initiated. 22,319.5 

        
Note:  System influent flow rate was controlled at ~200 gpm for the first six months of system operation. 


